Professional Van Racking

Hyundal
H1

A place for everything.

wWww.systemedstrom.com




Hyundai H1

Recommended retail prices valid from 2018-01-01 until further notice. Mounting and VAT is excluded.

Suggested hours is the recommended mounting time for experienced retailers.

Hr. €
2,2 466,25

LxDxH
F40380 1242x300x890 mm

Art.No

Kg
25

Hr. €
3,1 791,75

Art.No LxDxH
F40381 1287x300x890 mm

Kg
46

Hr. €
2,8 700,00

P\ \[o]

LxDxH
F40382 1242x300x890 mm

Kg
38

Hr. €
3,3 937,50

Art.No LxDxH
F40383 1372x300x890 mm

Kg
53

Art.No LxDxH

F40384 1242x300x1155 mm 41 3,1 842,40

Art.No LxDxH
F40385 1287x300x890 mm

63 4,0 1 226,25

Art.No

LxDxH

F40386 1242x470x890 mm 39 2,2 604,50

Art.No LxDxH

F40387 1330x300x890 mm 54 3,9 1 052,75




Universal

Recommended retail prices valid from 2018-01-01 until further notice. Mounting and VAT is excluded.

Suggested hours is the recommended mounting time for experienced retailers.

Extensible interior

Basic Kit

Art.No LxDxH

55 3,6 1219,15

F3278  786x300x890 mm 15 1,9 250,50

F11080 1210x700 mm

Art.No LxDxH

61 3,6 1 293,25

F3282  999x300x890 mm 18 19 284,25

F11082 1210x700 mm

P\ \[o] LxDxH

F11084 1210x700 mm 3,6

53

1154,75 |F3290

Art.No
304,00

1,9

999x200x890mm 14




 Accessories
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Cases

Case Brackets

Case/File Holder

Shelf Dividers
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Drawer Inserts

Plastic Bins

Gas Bottle Holders

Universal hook

Cable/Hose Rack
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Case Support

Load Securing

First Aid System

First Aid

Lighting
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Tool Holders
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Inverters
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Ladder Holder

Fire Extinguisher
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System Edstrom is crash-
tested according to:

The kits include what you see in the drawing, rubber
mats to all shelves and necessary installation parts.

We reserve the right to change prices and delivery
terms without previous notification.

See us on internet: www.systemedstrom.com
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System Edstrém Bilinredningar AB « Raseborgsgatan 11 « 164 74 Kista « Sweden
Phone: +46 (0)8 590 920 20 « Fax: +46 (0)8 590 933 73 « Email: info@edstrom.se
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